
Material: aluminium alloy ADC-12 to Japan (JIS)
Finish: natural aluminium color.
Tapped holes on the body to seize the cover easily.
M3.5 countersunk stainless screws are included to 
seize the cover and the body.
Mounting flange is designed on the bottom of the
body, so that it can be mounted on the wall easily.
IP66 Rating of aluminium boxes are available for
ordering.

LIGHT GREY(LG), BLACK(BK) OF POWDER COATED 
ALUMINIUM ENCLOSURES ARE AVAILABLE FOR ORDERING .
JUST NEED TO ADD THE COLOR CODE AFTER THE ITEM NO. 
Ex: B011MFLG, B013MFBK

IP66 DIE-CAST ALUMINIUM ENCLOSURES

B0XXMF / BSXXMF SERIES

PRODUCT INFORMATION

NO SEAL
(without adhesive seal)

B011MF
B013MF
B015MF
B023MF
B025MF
B027MF
B029MF
B033MF
B037MF
B039MF

EXTERNAL
DIMENSION(mm)

222 x 146 x 55
114 x 64 x 30
114 x 64 x 55 
120 x 100 x 35
114 x 90 x 55
171 x 121 x 55
140 x 100 x 75 
165 x 127 x 75 
89 x 35 x 30
171 x 121 x 106

IP66 RATING
(with adhesive seal)

BS11MF
BS13MF
BS15MF
BS23MF
BS25MF
BS27MF
BS29MF
BS33MF
BS37MF
BS39MF

ITEM No. ITEM No.

Example   

BS37MFB011MF
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B011MF/BS11MF, B027MF/BS27MF, B033MF/BS33MF, B039MF/BS39MF

B013MF/BS13MF, B015MF/BS15MF
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169.40mm 6.669in
139.30mm 5.484in
135.60mm 5.339in
131.60mm 5.181in
122.40mm 4.819in

2.56mm 0.101in
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FOUR(4) M3.5X9(12)mm
FLAT HEAD SCREWS

m
m0

2.5

ni5
02.

0

157.10mm 6.185in

m
m01.06

ni663.2

m
m27

ni 538.2
m

m04.76
ni456.2

m
m3

ni811.0
m

m2
ni970.0

SECTION A-A
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SECTION B-B
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B025MF/BS25MF

B029MF/BS29MF
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B023MF/BS23MF

B037MF/BS37MF
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